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The Centre has two venues:-
Camel Lane
a 300 seat proscenium arch theatre
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Carnarvon 
Civic Centre
3 Francis Street

PO Box 459

Carnarvon WA 6701

Phone (08) 9941 4200

Fax      (08) 9941 4199

Web www.carnarvon.wa.gov.au
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The Wool Shed

A 350 capacity multipurpose hall with kitchen and bar
Camel Lane Theatre, Carnarvon WA - Technical Information
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Stage Dimensions:

Total Stage Width – 18.8 metres

Proscenium width – 12.4 metres

Wing space – 3.2 metres either side

Total Stage Depth – 8.81 metres

Cyc to edge of stage – 8.8 metres

Cyc to house curtain – 7.6 metres

Apron depth – from house curtain to edge of stage 1.2 metres
Stage height – 1.2 metres
Proscenium height – 5 metres

There is no fly tower.  The cyc and all masking legs and borders are dead hung on chains.
Three onstage lighting bars can be hand winched to stage level for lx rigging.

Grid height - 7.2 metres from the stage floor to the underside of the grid supporting beams 

Cyclorama height – 6 metres
3 x onstage Lx bars on hand winches-Normal dead is 5.5 metres from stage floor

1 x FOH Lx bar – 4 metres out from edge of stage and 6 metres high from stage floor
Standard single doors upstage OP corner and upstage PS corner lead to the dressing rooms via a passageway which allows for a crossover.
There are two narrow 5-step get off treads either side of the stage which allow access from the stage to the auditorium.  There is no alternative internal means of travelling from backstage to the FOH control room.
Load In:

The load in door is truck height on PS.  The door is 2400 wide and 2950 high.

The loading dock, and stage door, is located in the car park at the rear of the Civic Centre, off Robinson Street next to the Bankwest Building.
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Dressing Rooms and Laundry Facilities:

There are two large air conditioned dressing rooms with mirrors, toilets and showers.
There is a washing machine, dryer and iron.
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Floor Plan
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Control Areas:

The venue doubles as a cinema and has a standard projection room.  Sound, lighting and follow spot can be operated from there although only one OP window can be opened.
There is talk back to the FOH mixing position, OP stage and PS stage.

FOH mixing position:

A 1.8 square metre area has been allocated as a FOH operating area.  It is in the rear OP corner of the auditorium. Sound or lighting can be operated from there OR one person could operate both.
There is talk back to the control room, OP stage and PS stage.
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FOH mixing position (with box cover)                Shows sliding drawer for lx desk if required
Lighting:
Control equipment:

1 x Jands ESP II 48 channel control desk

48 x 2.5kw Dynalite Dim 220 dimmers: 175A per phase supply

*At present there is no means of DMX linking additional dimmers
Lighting Bars:  (see stage floor plan below for positions)
1 x FOH catwalk with 36 circuits

2 x FOH side booms with 4 circuits each

3 x onstage bars with 10 circuits each

4 x two circuit floor dips on both sides of the stage (16 circuits’ total)
Houselights and Working lights:

The house light system has 3 settings.  The houselights can be controlled from the SM position downstage prompt corner or the FOH control room.
There are fluorescent work lights onstage.

There are blue lights backstage.
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Lamp stock:

17 x 1kw profiles:
2 x Selecon Zoomspot 1000

4 x DTS Profilo 1000 18/36

6 x Selecon Medium 1kw profile

5 x Prolite 1kw 15/28 zoom

8 x 650w profiles:
2 x 650w Acclaim 18/34

6 x Selecon Z650 24/40

23 x 1kw Fresnels:
6 x Selecon SF1000 Fresnels

5 x Prolite 1kw Fresnels

12 x DTS Scene 1000 Fresnels

10 x cyc floods:
6 x Selecon 800w cyc

4 x DTS 1kw cyc

23 x medium Par 64

Follow spot:

1 x 2kw Strand follow spot equipped with 5 colour changer (Independent dimmer if required.)
Projector

1 x Sony VPL-EX70 2600 lumens. With front or rear projection capacity.  Ceiling mounted with lighting hook clamps and 50 metres of 15 pin VGA data cable or 30 metres of video cable.

Front View
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Top View
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PS winch platform and ladder access
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Cyc and onstage lx bars
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Sound:

Control:

1 x Yamaha MG24/14FX mixing desk
2 x Australian Monitor XR15 FOH Speakers mounted either side of the proscenium
1 x Australian Monitor sy2700 amplifier

2 x Mackie FR 1400 series amplifiers

4 x Yamaha GEQ 1031 equalisers 

1 x Yamaha KX 250 cassette player

1 x Yamaha CDX 530 compact disc player

Microphones:

1 x Shure SM58 Wireless

1 x Beyerdynamic Opus Drum Pack M

4 x Shure SM58

4 x Shure SM57

4 x upright microphone stands

Patching
From stage to FOH mixing position:

1 x 30M sound loom with 24 sends/ 6 returns from OP side to FOH mixing position

From stage to control room:
OP floor dip with 2 channels for send and one return (normally used for OP Foldback)
PS floor dip with 2 channels for send and one return (normally used for PS Foldback)

Foldback

2 x JBL TR-Series 185

2 x TOA SL120M 2 way wedges (12” driver, 1” horn)

Talkback

A 4-headset system is available. At present, one is in the control room for lighting, one is at the FOH mixing desk and there is a set downstage OP and a set downstage PS.
In house sound:

Talk back system switchable to backstage sound system

On stage dressing room sound.

Foyer sound:

1 x Inkel PA 1000s including chime and siren

2 x ELA wall baffle speakers with line transformer (located in foyer)

CD and cassette sound mix available in foyer.

Stage Rigging:  (see stage floor plan for positions)
There is no fly tower and everything is dead hung except for the three lighting bars above the stage.

3 x winch line sets (500kg capacity) for the lx, hand operated winches mounted on catwalk PS
6 x dead hung lines suspended on adjustable chain for cyc, borders and legs
Rigging equipment:

1 x Battery powered Single Person Genie Mobile Platform lift. S.W.L. 125Kg. 
1 x 4 metre A-frame ladder
1 x 2 metre A-frame ladder

1 x 8 metre extension ladder

Masking:  (see stage floor plan for positions)
Electric house curtain

4 x sets of legs and borders

Hand drawn black centre curtain (pulley on PS)
1 x stage size cyclorama suspended on separate dead hung lines

Other:
1 x Yamaha G7 Baby Grand Piano

1 x  high gloss cinema screen suspended on winch system mounted on catwalk.

1 x Bauer B11 35 mm cinema projector and platter.

1 x Smoke Machine

1 x Hazer

50M 15-pin data projection VGA cable
40M DMX cable
1 x DVD player
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